
THE VOYAGER RANGE OF SAILS IS BUILT FOR OFFSHORE CRUISING. THE  
VOYAGER CRUISE MAINSAIL IS CROSS CUT FROM HIGH QUALITY, 
CLOSELY WOVEN DACRON. THE SAIL IS FINISHED TO A HIGH 
SPECIFICATION TO ENSURE A LONG USEFUL LIFE.
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P E R F O R M A N C E  Q U A L I T Y  S E R V I C E  T E C H N O L O G Y

FOR Coastal Cruising

V O Y A G E R  C R U I S E  S P E C I F I C A T I O N

Sail numbers 

2 camber STRIPES

Leech telltales

Alloy Headboard

Luff slides

Loose or Bolt Rope Foot

Stainless pressed rings with webbing 
strainers

floppy REEF rings at luff

low stretch leech line

Webbing or leather around all  
chafE points

Tapered fibre glass battens

adjustable batten TENSION

3 step zig zag stitching on seams

Alloy Leechline cleats

Reinforced patched corners &  
slide patches

Cunningham & flattEner if required

Full length battens (optional)

VOYAGER CRUISE  SAILCLOTH CHOICE

For boats under 35’ OA-Challenge High Modulus or 
Dimension AP - tightly woven, low stretch Dacron.

For boats over 35’ OA-Challenge Marblehead - the 
most densely woven Dacron currently available.



Hyde Sails Limited reserve the right to change these specifications in line with our policy of continuous improvement.
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LUFF REEF
showing radial patch, stainless steel 
pressed ring with webbing strainers, floppy 
stainless reef ring.

CLEW
showing radial patch, stainless pressed  
clew ring and flattener both with webbing 
strainers and leech line termination with  
alloy cleat.

TACK
showing radial patch, Cunningham eye and  
reinforcement for first luff slide.

LEECH REEF
showing radial patch, stainless 
pressed ring with webbing strainers 
and alloy leech line cleat.

HEAD
showing radial patch and alloy 
headboard with pressure slide  
to absorb leech loads.


