K GENNAKER

H RANGE HYDE

THE VOYAGER CRUISING GENNAKER IS DESIGNED TO BE SET FROM
THE STEM HEAD WITHOUT A POLE. THESE SAILS ARE DOCILE AND
EASY TO TRIM AND WILL ADD STRESS FREE KNOTS TO YOUR

FOR CRUISING DOWNWIND PROGRESS. VOYAGER GENNAKERS ARE CUSTOM
MADE TO THE EXACT DIMENSIONS OF YOUR YACHT IN A RANGE
OF HIGH QUALITY SPINNAKER MATERIALS - THE CHOICE OF CLOTH
WEIGHT WILL BE BASED ON THE SIZE OF THE BOAT AND THE
INTENDED USE.

VOYAGER GENINAKER SPECIFICATION

TRI-RADIAL PANEL LAYOUT
RADIAL PATCHES
WEBBED ON STAINLESS RING AT EACH CORNER

HEAD, TACK & CLEW IDENTIFICATION LABELS TO
BE USED WITH A LOOSE LUFF FURLER

ANTI TORQUE LUFF ROPE

COLOURED LEECH TAPES TO SIMPLIFY PACKING
OR,BETTER STILL, BUY A HYDE SNUFFER

SAIL NUMBER
LOW STRETCH LUFF LINE & TACK PENNANT
LAUNCHER BAG

VOYAGER GENINAKER SAILCLOTH CHOICE
0.90z Nylite - All Colours

1.50z Fibremax 64 - All Colours

2.20z Fibremax 94 - White, Red, Dark Blue only

Each Hyde spinnaker is delivered with a launcher bag
complete with clips for attachment to the lee rail.

PERFORMANCE QUALITY SERVICE TECHNOLOGY



K GENNAKER

H RANGE HYDE

HEAD

showing radial patch and stainless
ring with webbing strainers. This

m construction is common to head,
tack and clew corners.

VOYAGER CRUISING CODE ZERO

This sail is designed for close reaching and light airs to
be used with a Loose Iuff furler, but cannot be used to
sail as deep as with a conventional cruising chute.

An anti torque rope is fitted into the luff to enable the sail
to furl around itself.

The sail is supplied with a launcher bag with the fulers
sold separately.

VOYAGER GENNAKER

head, tack and clew are labelled and colour coded
for easy identification. A low stretch Iuff line and
tack pennant are fitted as standard. The sail is
supplied with a launcher bag.

Designed and built to be flown from the Hyde
Snuffer.

Hyde Sails Limited reserve the right to change these specifications in line with our policy of continuous improvement.
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